Art nr.:DB-712

DESIGNLIGHT

SCANDINAVIAN AB

E-nr: 7761654

Watt Material Kelvin Armaturféarg Effekt Lumen(Im)
Watt Material Kelvin Armature color | Effect Lumen(Im)
12w Aluminum | 4000k RAL 7016 95Im/w 1100Im
E‘"?ﬂ LED] [12\!\/] [1100@ é] {@ [4ooox

Chip 120° ) [50.000

[:5 |P66] [CE, RoHS, IP certifierad av SGS’ V

* 95 Im/w med lins, driver
* 140 Im/w utan lins, driver
« CRI Varde > 80
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Distance(s)

Flux out:807.5 Im

~—V 9.0DEG PLAN,184.7°
H 9.0DEG PLAN,184.1°

3.281ft

6.562ft

14.06,41.44fc 8.403ft
Im | 151.3,446.01x 256.13cm
3.515,10.36fc 16.81ft
2m [ 37.84,111.51x 512.26¢cm

9.843ft

13.12Ft

16.4ft

1.562,4.604fc
3m | 16.82,49.561x

0.8788,2.590fc
4m [ 9.459,27.881x

25.21ft
768.39cm

33.61ft
1024.52cm

0.5624,1.657fc 42.02ft
5m| 6.054,17.841x 1280.66cm
Eavg, Emax Angle:104.03deg Diameter

Height

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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95Im/w med lins, driver
140 Im/w utan lins, driver
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This luminaire
contains built-in
LED lamps.
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The lamps cannot be changed

in the luminaire.

874/2012

Komihag vid montering
av downlight LED

Kontrolimat ALLTID diametern fére haltagning i tak. Antal
watt per lampa x antalet lampor ger storleken pa transforma-
tor. Vid installation av LED folj ALLTID kopplingsschema.

OBS! Det &r olika transformatorer pa LED och halogen
* 1-2W/kvadrat meter vid mukare belysning normal takhojd.
+ 3-4W/kvadrat meter vid allman belysning normal takhdjd.

LED ar:

« Miljovanlig och energisnal,

« Lang livslangd, 20.000-50.000 timmar.
« Lag varmeutveckling, stotsaker.

Trivs bast i kyla, ju lagre temperatur och god luft area desto
béttre ljuseffekt. For dkad livslangd pa LED lampor bor arma-
turer med kyiflans anvandas.

Ténk pd att ALDRIG montera downlight direkt mot Ittan-
tandligt material. Desto mer luft area runt den monterade
downlighten, desto sakrare blir installationen. Okad luft area
ger langre livslangd pd ljuskalla och armatur.

Vi onskar Er en ljusare tillvaro

Things to remember when
installing LED downlights

ALWAYS measure the diameter prior to perforation in

ceiling. The amount of Watt per light times the number of

lights equal the size of transformer. During installation of

LED, ALWAYS adhere to the circuit diagram.

N.B. Transformers differ for LED and halogen.

* 1-2W/square meter for softer lighting and standard

ceiling height
* 3-4W/square meter for ambient lighting and standard
ceiling height.

LED is:

« Environmentally friendly and energy efficient

= Long life expectancy, 20 000-50 000 hours.

* Low heat generation, shock resistant

LED lights perform at best in cold, the lower the

temperature and the more air volume, the better the light

output. For increased longevity on LED lights, fixtures

with heat sinks should be used.

Remember to NEVER install a downlight directly adjacent

flammable materials. Sufficient air volume surrounding

the installed fixture provides a safer installation. Incre-

ased air volume increases life expectancy for both light

source and fixture ) )
www.designlight.nu



