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Art nr.: M2-61350
E-nr: 7764999

SCANDINAVYIAN AB

) LUMILEDS

Watt Material Kelvin Armaturférg Effekt Lumen(Im)
Watt Material Kelvin Armature color | Effect Lumen(Im)
1350W/| Aluminum | 4000K | Black 150Im/W | 206800 LM
/a8 180°

CCT
3000K-6000K

\" Adjustable
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15° 25°
* 150/w med lins, driver

e 180m/w utan lins, driver
e CRIVarde >70

I s =

60

UNIT:cd

30

AVERAGE BEAM ANGOLE (50%) :87.8 DEG

A

6714,190511x 211.90cm

u 423.80cm
Zif'ggg“}x 635.70cm

Flux out:23851 1lm

1678,47631x

746.0,21171x

419.6,11911x

268.5,762.

137.0,388.

104.9,297.

82.88,235.

67.14,190.51x 2118.99cm

Eavg,Emax Diameter

Angle:55.82deg

:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

Designlight Scandinavian AB
Kundcenter:Telefon 0472-71610

Toffelvagen 1
Fax 0472-716 09

Z—V 0.0DEG PLAN,119.8
«H 0.0DEG PLAN,55.8

60° 110° 130°x25° 130°x40°
* 150Im/w with lens and driver
* 180Im/w without lens and driver

* CRI>70

Multi-installation ways
Base bracket can be adjusted in different installation.

Horizontal Vertical

suspended
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SE-342 60Moheda
info@designlight.nu

www.designlight.nu
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This luminaire
contains built-in
LED lamps.
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The lamps cannot be changed

in the luminaire.

hdg vid montering av

LED-stralkastare

1. Installation och underhall far endast
utféras av behorig installator.

2. Ljuskallan till denna armatur &r inte
utbytbar, nar den forbrukats ska hela
armaturen bytas ut.

3. Notera att forandringar i
kabelinstallation kan paverka IP-klassning.
4. Se till att fastskruvar fixeras med
fidderbricka och dras &t ordentligt.

5. Jordledning maste vara val ansluten.

6. Se till att stralkastaren &r ansluten till
korrekt ingangsspanning.

7. Anvéand inte kemikalier eller fratande
rengoringsmedel for att rengora
armaturen.

8. Minsta avstand fran belysta objekt till
armaturer ska vara minst 0,3 m.

9. Trasig lins maste bytas ut av certifierad
tekniker.

874/2012

Komi

Things to remember when
installing LED Floodlights

1. Installation and maintenance must be
performed by professionals only.

2. The light source of this luminaire is not
replaceable; when the light source reaches its
end of life the whole luminaire shall be
replaced.

3. Note that changes in cable installation may
affect IP rating.

4. Please make sure the hook was fixed with
spring washer and tighten up.

5. Ground wire must be well connected.

6. Please make sure the lamp is working with
correct input voltage.

7. Do not use chemicals or corrosive cleaner to
clean the fixture.

8. The minimum distance from lighted objects
to luminaries shall be kept at least 0.3m.

9. Broken Glass must be replaced by certified
technician.
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