
IP65 120°

SDCM

<3230
VOLT

DESIGNLIGHT SCANDINAVIAN AB · TOFFELVÄGEN 1 · 342 60 MOHEDA 
KUNDCENTER: TELEFON 0472-716 10 · FAX 0472-716 09 · INFO@DESIGNLIGHT.NU · WWW.DESIGNLIGHT.NU 

1.900K

Stearinljus
Candle

2.700–
3.000K

Varmvit
Warm White

4.000–
4.500K

Naturlig vit
Natural White

4.800K

Solljus
Direct Sun

7.000–
7.500K

Kallvit
Cool White

5.000–
5.000K

Vitt dagsljus
Day White

10.000K

Blå himmel
Blue Sky

CRI

>80

-20
 +50°

IK08

HIGH BAY 150W
E-NR: 72 176 96 Art nr: HB-150W

L80B50: 106.000H

produkten innehåller ljuskälla  
med energimärkning klass C.

Vikt: 3,9 kg

HB-150W

INSTALLATION
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Ta bort förpackningen och ta ut lampan.

Anslutning av strömkabel och dimkabel måste  
förseglas för att undvika fukt/vattenskada.

Strömkabel 1,5 m

Dimkabel 0,3 m

Standard krok

Vattentät anslutning  
vid montage utomhus

•  Effektivitet upp till 140 Lumen/Watt  
• Drivdon tänd/släck, 0–10V 
•  Gjutet aluminumhus med Akzo Nobel pulverlack

• Kompatibel  
 med Casambi

 
1 Installation och underhåll ska utföras av behörig installatör.
2 Se till att armaturen är kopplad med rätt märkspänning.
3 Använd inte kemiska eller frätande medel för att rengöra 

armaturen.
4 Minsta avstånd mellan armatur och upplyst  

objekt ska vara minst 0,3 meter.
5 Trasigt glas måste bytas av behörig installatör.

 
1 Installation and maintenance must be perfomed by qualified 

person.
2 Please make sure the lamp is working with correct input 

voltage.
3 Do not use chemicals or corrosive cleaner to clean the 

fixture.
4 The minimum distance from lighted objects 

to luminaires shall be kept at least 0.3 m.
5 Broken glass must be replaced by certified technician.

Useful
Lumen (lm)

21906

Armaturfärg
Luminaire colour

Svart/Black

Kelvin
Kelvin

4000K

Material
Material

Aluminium

Effekt
Power

150W

CE, RoHS  

Antal armaturer  
per säkring

B10 B16 C10

2 3 3

C16 D10 D16

5 6 11
AVERAGE BEAM ANGLE(50%):120 DEG

150
POWER

WATT


