DESIGNLIGHT

SCANDINAVIAN AB

MODULSTRALKASTARE 230W
E-NR: 77705 37 M2-1230-V2

EFFEKT | MATERIAL | KELVIN | ARMATURFARG | ANSLUTNING LUMEN
POWER | MATERIAL | KELVIN | ARMATURE COLOR | CONNECTION

230W | ALUMINIUM | 4000K SVART/BLACK 230V 23600-33 200 LM

DETTA AR ETT PRODUKTBLAD SOM VISAR ARMATURENS STANDARDVARDEN.
DESSA VARDEN KAN VARIERA VID ANDRING AV ARMATURENS GRUNDSPECIFIKATION.
THIS IS A PRODUCT SHEET SHOWING THE FIXTURE’S STANDARD VALUES.
THESE VALUES MAY VARY IF THE LUMINAIRE'S BASIC SPECIFICATION IS CHANGED.
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TILLGANGLIG MED TILLVAL DRIVDON FGR DALI.
AVAILABLE WITH WITH OPTIONAL DRIVER FOR DALI.
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1 Installation och underhdll ska utfras av behdrig installatdr.
2 Setill att armaturen dr kopplad med rdtt mirkspinning.
3 Anvdnd inte kemiska eller fritande medel for att rengéra
armaturen.
4 Minsta avstand mellan armatur och upplyst
objekt ska vara minst 0.3 meter.
5 Trasigt glas maste bytas av behdrig installatdr.
1 Installation and maintenance must be perfomed by qualified
person.
2 Please make sure the lamp is working with correct input
- T T 1 voltage.
1.300K 2.700- 4.000- 4.800K 5.000- 7.000-  10.000K 3 Donotuse chemicals or corrosive cleaner to clean the
3.000K 4.500K 5.000K 1.500K fixture.
STEARINLJUS VARMVIT NATURLIG VIT SOLLJUS VITT DAGSLJUS KALLVIT BLA HIMMEL 4 The minimum distance from lighted objects
~ CANDLE WARMWHITE  NATURAL WHITE  DIRECT SUN DAYWHITE  CODLWHITE B ! toluminaites shall be kept o least 03 m.
LKS MER OM VARA GARANTIVILLKOR PA WWW.DESIGNLIGHT.NU  READ MORE ABOUT OUR WARRANTY CONDITIONS AT: WWW.DESIGNLIGHT.NU 5 Broken glss must be replaced b cetfed technicin.
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