DESIGNLIGHT

SCANDINAVIAN AB

STOLPARMATUR GATY

E-NR: 77 285 48 ART NR: 6003-4311

EFFEKT | MATERIAL KELVIN ARMATURFARG | ANSLUTNING TOTAL USEFUL

POWER | MATERIAL KELVIN | ARMATURE COLOR | CONNECTION | LUMEN LUMEN

25W/ | ALUMINIUM | 3000K GRA/GREY 230V 3677LM | 3020LM

50W/ 7354LM | BO34LM

75W 11031LM | 9050LM

Rons C€ 2

l: l: ll Iﬁ l= lﬁ & s = SWITCHABLE

© LIFETIME “(E0)- 2 (- o2
L70B50: >75.000H oS )

25/50/75
WATT

* SUITABLE FOR PEDESTRIAN AND

CYCLE PATHS, SMALLER STREETS
* ENERGY-EFFICIENT LED TECHNOLOGY
* LONG LIFE AND MINIMAL MAINTENANCE
* |PG5 RATED FOR ROBUST OUTDOOR ENVIRONMENTS
© EASY INSTALLATION AND ADJUSTMENT

* LAMPLIG FGR GANG- OCH CYKELVAG,
MINDRE GATOR

o ENERGIEFFEKTIV LED-TEKNIK

* LANG LIVSLANGD OCH MINIMALT UNDERHALL

* [P65-KLASSAD FGR ROBUST UTOMHUSMILJO

* ENKEL INSTALLATION OCH JUSTERING
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AVERAGE BEAM ANGLE (50%) :116.2 DEG

MAX INTENSITY CONE SURFACE
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ANTAL ARMATURER
PER SAKRING/
NUMBER OF LIGHT
FITTINGS PER FUSE

ESET

36 36

~C0/180,135.2

97.3

Matt/Dimension

195.00

521.89

VIKT/WEIGHT: 2,39 K6 106.14

LAS MER OM VARA GARANTIVILLKOR PA WWW.DESIGNLIGHT.NU

READ MORE ABOUT OUR WARRANTY CONDITIONS AT: WWW.DESIGNLIGHT.NU

B ENERGY

Designlight Scandinavian AB
G003-4311

75
kWh /1000h
EEE

A
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A\ SKKERHET.

1 Installation och underhal ska utfaras av behirig installatdr.

2 Armaturens fjuskilla och driver dr utbytbara av beharig
installatdr.

3 Vid skada pa armaturens yttre eller inre kablar, far dessa
enbart bytas ut av leverantr eller en av leverantdren
utsedd representant eller en beharig installatar.

4 Setill att materialet ddr armaturen fsts dr tillrdckligt starkt
och att skruvarna dragits at ordentligt.

5 Jord ska vara v ansluten.

6 Se till att armaturen dr kopplad med ritt mérkspdnning.

T Anviind inte kemiska eller fritande medel for att rengdra
armaturen.

8 Minsta avstand mellan armatur och upplyst
objekt ska vara minst 0.3 meter.

9 Trasigt glas maste bytas av behdrig installatdr.

A\ SAFETY:

1 Installation and maintenance must be carried out by a
qualified installer.

2 The lumingire’s light source and driver can be replaced by
a qualified installer.

3 Inthe event of damage to the luminaire's external or internal
cables, these may only be replaced by the supplier or a
representative appointed by the supplier or a quthorized
installer

4 Make sure that the material where the fixture is attached is
strong enough and that the screws are properly tightened.

5 Earthed cable must be well connected.

ST02/610T

! 6 Make sure the luminaire is connected with the correct rated
1.900K 2.700- 4.000- 4.800K 5.000- 7.000- ' 10.000K volage
3.000K 4.500K 5.000K 1.500K ‘ ) ) .
STEARINLJUS VARMVIT NATURLIG VIT  SOLLJUS VITT DAGSLJUS KALLVIT BLA HIMMEL T onotusechenical or corsie ents1o cleon e
CANDLE  WARMWHITE  NATURALWHITE DIRECTSUN  DAYWHITE  COOLWHITE  BLUESKY | 8 The minimun distoce betveen te luninaireand
- - : e the lluminated object must be at least 0.3 metres.

9 Broken glass must be replaced by a qualified installer
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